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Lifestyle Modular Stainless Steel Outdoor Kitchen
Mission Beach
 
 
 
 

 
 
 

Angular
± 2°
± 1°
± 0.5°

± 0.6
± 0.25

± 1.0
Linear
GEN. TOL

X.XX
X.X
X

BENCHTOP SPECIFICATION
Feature Specification
Material Granite
Thickness 20mm
Edge Face H=40mm

Surface Finish Polished
Colour Name TBA

DOOR/DRAWER FRONT SPECIFICATION
Feature Specification
Material AL/Glass
Thickness 21mm
Surface 6mm Safety Glass

Colour Name  
Colour Chart  

VOID D=144mm/194mm, behind cabinets (except Beverage Centre
and some other Cabinets) for concealed services, eg; hot/cold
water connection to Sink Mixer; Sink waste connection to sewer;
BBQ gas inlet/hose connection to Nat Gas bayonet; 240V 10A power
supply to under-bench appliances (Beverage Centre).

NOTES:
3. Locations for services, where they do not already exist are suggestions only,
4. If you require penetrations to match location of existing services, (eg regional
and interstate deliveries for final assembly by non-ABM personnel), please mark
and add dimensions for location of services on a copy of drawing and return to
ABM with images (or plans if not already built).
5. For fitting between defined constraints to left and right hand side of Outdoor
Kitchen, ABM allows standard clearances. Please consider how you intend to trim
or finish the clearances after On-Site Assembly as this work is not part of the
Scope of Supply

END PANEL SPECIFICATION
Feature Specification
Material  
Thickness  
Edge Face  

Surface Finish  
Colour Name  
Colour Chart  

NOTES:
1. Outdoor kitchens featuring Screw-Adjustable SS Legs (Item
Code LSS) have a range of adjustment of 103mm (+34mm/-0mm).
2. Please advise ABM if the fall for stormwater drainage is in
excess of 34mm over footprint area of Outdoor Kitchen
3. Outdoor Kitchens featuring Stainless Steel 15MJ/hr wok burners
do not require under-bench power supply - ignition is via
included AA battery.
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