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Title:

Customer Name:
Job Number:

ABM Representative:

Designed By:
Approved By:

Date:
Date:
Date:

Approved:
Date:

[Signature]
Lifestyle Stainless Steel Outdoor Kitchen
Newtown
 
 
 
 

 
 
 

Angular
± 2°
± 1°
± 0.5°

± 0.6
± 0.25

± 1.0
Linear
GEN. TOL

X.XX
X.X
X

BENCHTOP SPECIFICATION
Feature Specification
Material  
Thickness t=
Edge Face H=

Surface Finish  
Colour Name  

DOOR/DRAWER FRONT SPECIFICATION
Feature Specification
Material  
Thickness D=

Glass Profile PLAIN or RIBBONED
Surface Painted (Inside)

Colour Name  
Colour Chart Dulux

END PANEL SPECIFICATION
Feature Specification
Material  
Thickness  
Edge Face  

Surface Finish  
Colour Name  
Colour Chart  

VOID

RECOMMENDED location for floor or
wall-mounted Nat Gas Bayonet

RECOMMENDED location for 240V 10A under
bench power supply for Beverage Centre

RECOMMENDED location for sewer penetration
through wall or floor for connection to sink waste
For new construction: always locate within the VOID,
ie not more than 140mm from rear wall

RECOMMENDED preparation for on-site assembly: existing 110 dia Sewer
upstand be reduced and returned with 90deg elbow back into VOID
between cabinet and rear wall. Second 90deg elbow at approx H=350
so PVC pipe projects horizontally outward from wall. Penetration to
be made in rear panel of cabinet on site by ABM assembly operators
so PVC pipe projects well inside cabinet for later connection by plumber.
[Outdoor kitchen should not be moved after on-site assembly).
 
For hot/cold water, ABM recommends fitting wall-mounted stop-cocks
for ease of future maintenance
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