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Lifestyle Modular Stainless Steel Outdoor Kitchen
Tamarama
 
 
 
 

 
 
 

Angular
± 2°
± 1°
± 0.5°

± 0.6
± 0.25

± 1.0
Linear
GEN. TOL

X.XX
X.X
X

BENCHTOP SPECIFICATION
Feature Specification
Material  
Thickness t=
Edge Face H=

Surface Finish Polished
Colour Name  

DOOR/DRAWER FRONT SPECIFICATION
Feature Specification
Material AL/Glass
Thickness D=21mm

Glass Profile PLAIN / RIBBONED
Surface Painted (Inside)

Colour Name  
Colour Chart Dulux

VOID D=144mm/194mm, behind cabinets (except Beverage Centre
and some other Cabinets) for concealed services, eg; hot/cold
water connection to Sink Mixer; Sink waste connection to sewer;
BBQ gas inlet/hose connection to Nat Gas bayonet; 240V 10A power
supply to under-bench appliances (Beverage Centre).

NOTES:
4. Locations for services, where shown, are suggestions only. Check for compliance
with BCA and regulations with your builder, plumber/gasfitter and electrician
5. If you require penetrations to match location of existing services, (eg regional
and interstate deliveries for final assembly by non-ABM personnel), please mark
and add dimensions for location of services on a copy of drawing and return to
ABM with images (or plans if not already built).
6. For fitting between defined constraints to left and right hand side of Outdoor
Kitchen, ABM allows standard clearances. Please consider how you intend to trim
or finish the clearances after On-Site Assembly as this work is not part of the
Scope of Supply

NOTES:
1. Unless otherwise specified, all outdoor kitchens featuring
Structural SS Plinth [or Kick Panel] require continuous level floor
surface (+/-2mm) under the footprint area of the outdoor kitchen
defined in the plan view.
2. Outdoor Kitchens featuring Vintec V40 Beverage Centres
require complete protection from any direct sunlight. If your
Outdoor Kitchen is exposed to direct sunlight please advise
ABM as other choices for refrigeration unit will be advised.
3. Two separate Nat Gas bayonets are recommended for dedicated
Gas supply to 5-Burner barbeque and side burner compared with
connecting the two appliances in series from the same bayonet

END PANEL SPECIFICATION
Feature Specification
Material  
Thickness t=
Edge Face W=

Surface Finish  
Colour Name  
Colour Chart  

671

890

790

700 1130

VOID

810

2640
195

671

890

675

2649

116


